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A CPE SENDS A FIRST MESSAGE 
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A CMTS MODIFIES THE FIRST MESSAGE AND 
INCLUDES AN IDENTIFIER OF A NETWORK ACCESS DEVICE 
ASSOCIATED WITH THE CPE IN THE FIRST MESSAGE 
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A PROVISIONING/ACCESS MANAGER INTERCEPTS THE FIRST 

MESSAGE 
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THE PROVISIONING/ACCESS MANAGER DETERMINES THE 
IDENTITY OF A NETWORK DEVICE ASSOCIATED WITH THE 
FIRST MESSAGE BY EXAMINING THE MODIFIED FIRST 

MESSAGE 
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THE PROVISIONING/ACCESS MANAGER QUERIES A DATABASE LO- 
USING THE IDENTIFIER IN THE MODIFIED FIRST MESSAGE 
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Fig. 14A 




READ THE RECORD ASSOCIATED WITH THE NETWORK ACCESS 

DEVICE IN THE DATABASE 
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IDENTIFY CoS SETTINGS OF THE CPE 
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ADD A MAPPING IDENTIFIER TO THE FIRST MESSAGE TO 
REDIRECT A REQUEST BASED ON THE CoS SETTINGS 
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PROCESS 
THE FIRST 
MESSAGE 



FORWARD THE FIRST MESSAGE TO AN EXTERNAL SERVER 
SPECIFIED IN THE RECORD 



( END ) 
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Fig. 14B 



